
12.10.1.0.EN 
40.99.04.01

Illumination system Colibri.2 

Colibri configuration table 
    

 
 Examples for configuration possibilities for which a minimum number of beam combiners  

is sufficient 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Configuration possibilities if 4 positions are equipped: 
365 nm 420 nm 505 nm 540-580 nm
380 nm 445 nm   590 nm 

  455 nm   615 nm 
  

BC395 

470 nm 

BC490 

  

BC535 

625 nm 
365 nm 420 nm 505 nm 590 nm 
380 nm 445 nm 530 nm 615 nm 

  455 nm (540-580 nm) 625 nm 
  

BC395 

470 nm 

BC490 

  

BC565 

  
365 nm 420 nm 505 nm 615 nm 
380 nm 445 nm 530 nm 625 nm 

  455 nm 540-580 nm   
  

BC395 

470 nm 

BC490 

(590 nm) 

BC600 

  
365 nm 420 nm (540-580 nm) 590 nm 
380 nm 445 nm   615 nm 

  455 nm   625 nm 
  470 nm     
  

BC395 

505 nm 

BC535 

  

BC565 

  
365 nm 420 nm 540-580 nm 615 nm 
380 nm 445 nm (590 nm) 625 nm 

  455 nm     
  470 nm     
  

BC395 

505 nm 

BC535 

  

BC600 

  
365 nm 445 nm 505 nm 540-580 nm
380 nm 455 nm   590 nm 
400 nm 470 nm   615 nm 
420 nm 

BC425 

  

BC490 

  

BC535 

625 nm 
365 nm 445 nm 505 nm 590 nm 
380 nm 455 nm 530 nm 615 nm 
400 nm 470 nm (540-580 nm) 625 nm 
420 nm 

BC425 

  

BC490 

  

BC565 

  
365 nm 445 nm 505 nm 615 nm 
380 nm 455 nm 530 nm 625 nm 
400 nm 470 nm 540-580 nm   
420 nm 

BC425 

  

BC490 

(590 nm) 

BC600 

  
365 nm 445 nm (540-580 nm) 590 nm 
380 nm 455 nm   615 nm 
400 nm 470 nm   625 nm 
420 nm 

BC425 

505 nm 

BC535 

  

BC565 

  
 



12.10.1.0.EN 
40.99.04.02

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

365 nm 445 nm 540-580 nm 615 nm 
380 nm 455 nm (590 nm) 625 nm 
400 nm 470 nm     
420 nm 

BC425 

505 nm 

BC535 

  

BC600 

  
(400 nm) 445 nm (590 nm) 615 nm 
420 nm 455 nm   625 nm 

  470 nm     
  505 nm     
  530 nm     
  

BC425 

(540-580 nm)

BC565 

  

BC600 

  
365 nm 505 nm (540-580 nm) 590 nm 
380 nm     615 nm 
400 nm     625 nm 
420 nm       
445 nm       
455 nm       
470 nm 

BC490 

  

BC535 

  

BC565 

  
365 nm 505 nm 540-580 nm 615 nm 
380 nm   (590 nm) 625 nm 
400 nm       
420 nm       
445 nm       
455 nm       
470 nm 

BC490 

  

BC535 

  

BC600 

  
(400 nm) 505 nm (590 nm) 615 nm 
420 nm 530 nm   625 nm 
445 nm (540-580 nm)     
455 nm       
470 nm 

BC490 

  

BC565 

  

BC600 

  
(400 nm) (540-580 nm) (590 nm) 615 nm 
420 nm     625 nm 
445 nm       
455 nm       
470 nm       
505 nm 

BC535 

  

BC565 

  

BC600 

  
 



12.10.1.0.EN 
40.99.04.03

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Configuration possibilities if 3 positions are equipped: 
365 nm 420 nm 505 nm 
380 nm 445 nm 530 nm 

  455 nm 540-580 nm
  470 nm 590 nm 
   615 nm 

not used none 

  

BC395 

  

BC490 

625 nm 
365 nm 420 nm 540-580 nm
380 nm 445 nm 590 nm 

  455 nm 615 nm 
  470 nm 625 nm 

not used none 

  

BC395 

505 nm 

BC535 

  
365 nm 420 nm 590 nm 
380 nm 445 nm 615 nm 

  455 nm 625 nm 
  470 nm   
  505 nm   
  530 nm   

not used none 

  

BC395 

(540-580 nm)

BC565 

  
365 nm 445 nm 615 nm 
380 nm 455 nm 625 nm 

  470 nm   
  505 nm   
  530 nm   
  540-580 nm   

not used none 

  

BC395 

(590 nm) 

BC600 

  
365 nm 445 nm 505 nm 
380 nm 455 nm 530 nm 
400 nm 470 nm 540-580 nm

    590 nm 
    615 nm 

not used none 

  

BC425 

  

BC490 

625 nm 
365 nm 445 nm 540-580 nm
380 nm 455 nm 590 nm 
400 nm 470 nm 615 nm 

not used none 

  

BC425 

505 nm 

BC535 

625 nm 
365 nm 445 nm 590 nm 
380 nm 455 nm 615 nm 
400 nm 470 nm 625 nm 

  505 nm   
  (530 nm)   

not used none 

  

BC425 

(540-580 nm)

BC565 

  



12.10.1.0.EN 
40.99.04.04

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

365 nm 445 nm 615 nm 
380 nm 455 nm 625 nm 
400 nm 470 nm   

  505 nm   
  530 nm   
  (540-580 nm)   

not used none 

  

BC425 

(590 nm) 

BC600 

  
365 nm 505 nm 540-580 nm
380 nm   590 nm 
400 nm   615 nm 
420 nm   625 nm 
445 nm     
455 nm     

not used none 

470 nm 

BC490 

  

BC535 

  
365 nm 505 nm 590 nm 
380 nm 530 nm 615 nm 
400 nm (540-580 nm) 625 nm 
420 nm     
445 nm     
455 nm     

not used none 

470 nm 

BC490 

  

BC565 

  
365 nm 505 nm 615 nm 
380 nm 530 nm 625 nm 
400 nm 540-580 nm   
420 nm (590 nm)   
445 nm     
455 nm     

not used none 

470 nm 

BC490 

  

BC600 

  
365 nm (540-580 nm) 590 nm 
380 nm   615 nm 
400 nm   625 nm 
420 nm     
445 nm     
455 nm     
470 nm     

not used none 

505 nm 

BC535 

  

BC565 

  
 



12.10.1.0.EN 
40.99.04.05

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

365 nm 540-580 nm 615 nm 
380 nm (590 nm) 625 nm 
400 nm     
420 nm     
445 nm     
455 nm     
470 nm     

not used none 

505 nm 

BC535 

  

BC600 

  
(400 nm) (590 nm) 615 nm 
420 nm   625 nm 
445 nm     
455 nm     
470 nm     
505 nm     
530 nm     

not used none 

(540-580 nm)

BC565 

  

BC600 

  
365 nm 420 nm 505 nm 
380 nm 445 nm 530 nm 

  455 nm 540-580 nm
  470 nm 590 nm 

   615 nm 
  

BC395 

  

BC490 not used none 

625 nm 
365 nm 420 nm 540-580 nm
380 nm 445 nm 590 nm 

  455 nm 615 nm 
  470 nm 625 nm 
  

BC395 

505 nm 

BC535 not used none 

  
365 nm 445 nm 505 nm 
380 nm 455 nm 530 nm 
400 nm 470 nm 540-580 nm

    590 nm 
    615 nm 
  

BC425 

  

BC490 not used none 

625 nm 
365 nm 445 nm 540-580 nm
380 nm 455 nm 590 nm 
400 nm 470 nm 615 nm 

  

BC425 

505 nm 

BC535 not used none 

625 nm 
 



12.10.1.0.EN 
40.99.04.06

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

365 nm 445 nm 590 nm 
380 nm 455 nm 615 nm 
400 nm 470 nm 625 nm 

  505 nm   
  530 nm   
  

BC425 

(540-580 nm)

BC565 not used none 

  
365 nm 505 nm 540-580 nm
380 nm   590 nm 
400 nm   615 nm 
420 nm   625 nm 
445 nm     
455 nm     
470 nm 

BC490 

  

BC535 not used none 

  
(400 nm) 505 nm 590 nm 
420 nm 530 nm 615 nm 
445 nm (540-580 nm) 625 nm 
455 nm     
470 nm 

BC490 

  

BC565 not used none 

  
445 nm 505 nm 615 nm 
455 nm 530 nm 625 nm 
470 nm 540-580 nm   

  

BC490 

(590 nm) 

BC600 not used none 

  
(400 nm) (540-580 nm) 590 nm 
420 nm   615 nm 
445 nm   625 nm 
455 nm     
470 nm     
505 nm 

BC535 

  

BC565 not used none 

  
445 nm 540-580 nm 615 nm 
455 nm (590 nm) 625 nm 
470 nm     
505 nm 

BC535 

  

BC600 not used none 

  
445 nm (590 nm) 615 nm 
455 nm   625 nm 
470 nm     
505 nm     

(540-580 nm) 

BC565 

  

BC600 not used none 

  
 



12.10.1.0.EN 
40.99.04.07

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Configuration possibilities if 2 positions are equipped: 
365 nm 420 nm 
380 nm 445 nm 

  455 nm 
  470 nm 
 505 nm 
 530 nm 
 540-580 nm
 590 nm 
  615 nm 

not used none not used none 

  

BC395 

625 nm 
365 nm 445 nm 
380 nm 455 nm 
400 nm 470 nm 

 505 nm 
 (530 nm) 
 (540-580 nm)
 (590 nm) 
 (615 nm) 

not used none not used none 

 

BC425 

(625 nm) 

365 nm 505 nm 
380 nm 530 nm 
400 nm 540-580 nm
420 nm 590 nm 
445 nm 615 nm 
455 nm 625 nm 

not used none not used none 

470 nm 

BC490 

 
365 nm 540-580 nm
380 nm 590 nm 
400 nm 615 nm 
420 nm 625 nm 
445 nm   
455 nm   
470 nm   

not used none not used none 

505 nm 

BC535 

  
(400 nm) 540-580 nm
420 nm 590 nm 
445 nm 615 nm 
455 nm 625 nm 
470 nm   
505 nm   
530 nm   

not used none not used none 

(540-580nm) 

BC565 

  



12.10.1.0.EN 
40.99.04.08

Illumination system Colibri.2 

Colibri configuration table 
    

 
 
LED Pos 1 LED Pos 2 LED Pos 3 LED Pos 4 
(Module (Module (Module (Module 
group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

Required 
beam 
combiner group) 

445 nm 615 nm 
455 nm 625 nm 
470 nm   
505 nm   
530 nm  

540-580 nm  

not used none not used none 

(590 nm) 

BC600 

  
 
 
 Note: 

The LED modules in one module group can only be used alternatively. 
See also Circular Letter MI 11/07. 
LED modules shown in brackets feature low efficiency (<80%) in that configuration.  
Therefore it is recommended to use that configuration for very bright fluorescence, only. 

 
 
 
 
 


